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24:LED Flexible Neon Strip Light Working Voltage

30:LED CCT  28:LED Type

0812C:LED Flexible Neon Strip Light Size  K:LED 

Flexible Neon Strip Light Type  X:Company 

Abbreviation

Silica Gel

L               X 0812C 28 30 24



Minimum Bending Diameter
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Bending Direction

Light Surface
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8mm FPC Position

50mm

01|02 Light Surface

FPC position direction

Horizontal Side Bending Only

160° Domed Surface

LED Strip Light Loading Chart

LED Driver

AC INPUT
LED Flexible Neon Strip Light
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Product technical parameters

Available Colors-Technical Specifications
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m
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8 m m

8X12mm

Light Profile

Size(W*H)

Lighting CCT

Working Voltage

Lighting Color

Lighting Color

Rated Power/m

LED Type

LED Qty/m

FPC Light Direction

LED Point Spacing

Min.Cutting Unit

Min.Cutting Length

IP Rating

working temperature

126LEDs 126LEDs

7LEDs 3LEDs

5m 5m

SMD 2835 SMD 2835

Continuous Length
(Single End Feeding)

Continuous Length
(Double Ends Feeding) 10m 10m

-20℃~60℃ -20℃~60℃

Vertical Vertical

23.8mm Min.Cutting Length (12VDC)

Domed Surface Domed Surface

R B G A O P

W       WW      N     NW C CW

Single Color

R B G A O P

W       WW      N     NW C CW

Single Color

IP 65

55mm Min.Cutting Length (24VDC)
12m

m

10W

24V DC

IP 65

12V DC

11W

12
m

m

8 m m

8X12mm

Lumen Count

Color CCT &Wavelength Per Meter Power

R Red 620-630nm >40lm 11W/m

G Green 520-530nm >250lm 11W/m

B Blue 465-475nm >35lm 11W/m

A Amber 585-595nm >120lm 11W/m

O Orange 600-610nm >80lm 11W/m

P Pink 630-645nm >120lm 11W/m

W WW 2300-3500K >450lm 11W/m

N NW 4000-4500K >500lm 11W/m

C CW 5500-6000K >500lm 11W/m

12m
m

Series-1 0812D SERIES



Loading Chart

Light distribution curve:(Pink)
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Mean beam angle (50%):138.2 °

Center illumination(lux) Center height(m)

1.0

2.0

3.0

10.96;31.07lx 280.23cm

560.47cm

840.70cm

1120.94cm

 1401.17cm

2.740;7.768lx

1.218;3.452lx

 4.0 0.6849;1942lx 

Average illuminance(lux)

 5.0 0.4384;1.243lx

Height Eavg,Emax Beam angle Diameter

Note: These are the max recommended run lengths based on power supply.
For example: It is recommended to use one 140W power supply for a double-fed run of 10m at 11W/m.Power supply is guaranteed to remain 20% surplus.

Rated Power
Power Supply

66W

11W/m 5m

Rated Power
Power Supply

140W

11W/m 10m

Single Feed

24VDC Input

01

End Cap

Double Feed

01 02

24VDC Input 24VDC Input
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Packaging

Packing Box

Optional Accessory information

Fixture Length Roll Product quantity/carton Carton N.W. Carton G.W. Carton size

5m 5m/1roll 100m/1carton 10.5kg 11.4kg 38x27x27cm

Image

End cap

Name Descriptio

Aluminium profile,flat mountingAluminium profile

Fixed clip 0.3mm stainless ,with screws

ConsumptionSize

4PCS/1m10*6.4*7.4mm

1000*6.5*9.1mm 1PCS/1m

Translucent, silica gel 10*7*13.5mm 2PCS

End cap

Double Insulated Electronic Wire

Single gray-and-white line AWM, 22AWG,0.5m 2
One end/1PCS

Dual ends/2PCS

One end/1PCS

Dual ends/2PCS
AWM 2464, 20AWG,0.5m2

Translucent, silica gel
One end/1PCS

Dual ends/2PCS
32*14*8mm

L=200mm

L=200mm

Packing Electrostatic BagPacking Reel
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